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FIRE TUBE SYSTEM
Detail at Sheet 3

BURNER SYSTEM
Detail Sheet 4

GAS SUPPILE HP SYSTEM
Detail at Sheet 5
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SECTION C-C
SCALE 1 : 20 ASTM A-312 SCH10 Size 1-1/4"
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[67CH/743] HIGH P.REGULATOR 5-35 PSI (0.3-2.4 BAR), 
1/4" NPT , PROPANE CAPACITIES 219kW "FISHER"

[AXF322-64] AX-FLOW LINEAR GAS CONTROL VALVE

 1000WOG, S316 BODY PTFE SEAT, BSPT

[KRR-VLV01] BRASS NEEDLE VALVE
 1/4", PTFE SEAT FOR GAS 

 1/4"NPT, ITALY "NUOVA FIMA" 
[DS63A-0-25] P/GAUGE 0-25BAR

[BV-14-1PC-BSPT] BALL VALVE 1/4" 1-PC, REDUCE PORT,

[BV-050-3PC-BSPT] BALL VALVE 1/2" 3-PC, FULL PORT,
 1000WOG, S316 BODY PTFE SEAT, BSPT

[6213] SOLENOID VALVE 2/2, SIZE 1/2" 
COIL 230V/50Hz - ORIFICE 13MM  "BURKERT"

MFP03-EB
Detail at Sheet7

MFB350-150-21-EX
Detail at Sheet6



DETAIL E

[DS63A-0-25] P/GAUGE 0-25BAR 1/4"NPT, ITALY "NUOVA FIMA"

 SCALE 1 : 7

[64/35] HIGH P.REGULATOR 5-35 PSI (0.34-2.4 BAR),
 1/2" NPT. PROPANE CAPACITY 1,055kW "FISHER"

[6213] SOLENOID VALVE 2/2, SIZE 1/2" 
COIL 230V/50Hz - ORIFICE 13MM  "BURKERT"
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Note : This drawing is the property of PP Systems. Any complete or partial reproduction, 
or any transmission to third party without PP Systems authorization is forbidden.



SPEAR-BLUE ® FLAME

Model : MFB350-150-21-EX-V2
Design power input : 13.96 kW to  77.15 kW 
Orifice Size : 1.4mm
Heating area : n/a sq.m
Heating mode : Blueflame
Flame mode : 

The major part of the convective energy released when using blue flame mode on 
high porous metal fiber produces a distant, spear-shaped flame. PP Systems' special 
design, with an infrared ring surrounding the base achieves wider turn-down ratio 
and allow for better resistance in high wind operation. 
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Body 2mm

MIXER 2" SUS 316, 1/4" BSPT

[NOZ1] BRASS NOZZLE NO.1

[DVM-1] D-VENTURI GAS

Half connector 2" FT

Face Plate 3mm

KNITTED FABRIC 1300 g/sq.m (FIBERTECH WFF1-10) KOREA
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-BLUE ® FLAME

operation. 

Model : MFP03-EB-V1

Design power input : n/a kW

Heating area : 0.000314 sq.m

Heating mode : Infrared / Blueflame

Flame mode :  SPEAR

The major part of the convective 

energy released when using blue flame 

mode on high porous metal fiber 

produces a distant, spear-shaped 

flame. PP Systems' special design, with 

an infrared ring surrounding the base 

achieves wider turn-down ratio and 

allow for better resistance in high wind 
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KNITTED FABRIC 1300 g/sq.m
(FIBERTECH WFF1-10) KOREA

[NOZ1-0.2] BRASS NOZZLE NO.1  
DRILLED 0.2MM FOR PILOT BURNER
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